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Abstract:

1) The aim of the experiment is to examine the I-V characteristic for different elements (resistance, diode, light bulb) and determine whether they are linear or non linear circuit components.

2) The method used: by reading different measurements of the current passing through the circuit and the voltage difference between its terminals (by changing the variable resistance) and plotting the different measurements into a graph.

Theory:

The  I-V characteristic is the relation between the current passing through a circuit and the voltage difference between its terminals.

 If the plot of the I-V characteristic for any element was a straight line, we conclude that components of that circuit are linear and that the slope of that line is (1/R) and that this element obeys ohms law (V=I*R).(example the carbon resistors)

If the plot of the I-V characteristic wasn’t a straight line then the components of that circuit are non linear components. And that resister doesn’t obey ohm’s law. (Example the diode, light bulb).

The diode 

It consists of two pieces:

1- p-type piece of a semi conducting material.  2- n-type piece of the same material.

Diodes are two terminal components that allow the current to pass through in one direction and if the diode parts were reversed there won’t be a passing current.
 The ways to connect the diode 

A) the forward-biased :by connecting the p-type terminal of the diode to the positive terminal of the battery.

B) The reverse-biased: by connecting the n-type of the diode to the positive terminal of the battery in this way the diode blocks the current so that parts of micro amperes pass through the circuit.
      We can relate the current passing through a diode and the potential difference by the equation I=I0 (ev/k -1).
Light bulb 

Is an example of an element that possesses linear components and non linear components.

The resistance of the light bulb depends on the temperature according to the equation:
R=R0 {1+α(T-T0 )}

R0 is the resistance at temperature   T0.  α is the coefficient of the resistivity.

Data:

Data read from the resistor of 200 ( :

	I(mA)
	7.43
	4.06
	2.80
	1.45
	1.07
	0.44
	0.18

	V(v)
	1.45
	0.79
	0.54
	0.27
	0.20
	0.08
	0.02


Data read from the light bulb:

	I(mA)
	396
	274
	176
	99
	88
	73
	40

	V(v)
	4.42
	2.22
	0.90
	0.17
	0.13
	0.09
	0.04




Data read from the forward biased diode:
	I(mA)
	23.4
	14.2
	10.2
	7.2
	3.5
	1.8
	0.4

	V(v)
	0.69
	0.66
	0.65
	0.63
	0.59
	0.56
	0.47


Data read from a reverse biased diode:
	I(mA)
	- 0.001

	V(v)
	- 6.95


Calculations:
· From the graph of the resistor :
Slope = ∆y /∆x = (7.43-0.44) *10-3 /(1.45-0.08) = 0.0051 (-1
R = 1/slope = 195.99 ( 196 (
IAverage =  2.49 mA         ,           ∆I = 3 mA

VAverage  = 0.48 V          ,          ∆V = 1 V

∆R/R = ∆V/V + ∆I/I

∆R =  R (∆V/V + ∆I/I) =  58 (
· From the Graph of the light bulb: 
Slope(1) = 0.067 (-1
R1 = 1/slope1 = 14 (
Slope(2) =  0.6 (-1
R2 = 1/slope2 =  1.7 (
Raverage = 7.9 (
· From the Graph of the forward biased diode : 
Slope(1) = 0.3 (-1
R1 = 1/slope1 = 3.333 (
Slope(2) =  0.1 (-1
R2 = 1/slope2 =  10 (
Slope(3) =  0.0125 (-1

R3 =  80 (
Raverage = 31 (
Results & Conclusion:
The carbon resistance acts as a linear function of I vs. V. And an accurate, reasonable result was obtained within the experiment, even thought it's not so precise.
It was also proved that the forward biased diode hasn’t a linear resistance, and the reverse biased diode passes just a very small amount of current in the opposite direction (negative)

The light bulb seemed to have a nonlinear resistance while starting to turn on because of the increase of temperature, and then obtains a linear resistance after a while.
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